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FIG. 5 
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OUT OF BAND 



Start 



For each port / 
(initiator) in host, do: 



Send SCSI inquiry command to 
retrieve WWN and AL_PA of each 
connected target device port 



406 



Generate initiator port / object and object 
for each determined target device port 
and update WWN and AL_PA information 
for each generated port object. 



Associate initiator port / object with 
each generated target device port 

object to indicate capability to 
communicate through the switch 




Go back to block 402 for 
next port in host. y 



Query switch to determine 
WWN of all initiator ports 
attached to switch ports. 
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452 



Add object for each determined initiator port 
to topology database and add WWN and 
switch port number of each initiator port to 
the object for the initiator port object. 



Query switch to determine 
number of switch ports. 
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For each switch port /, do: 




458 



Does^ 
switch port j^ 
4iave attached/ 
"fnitiatop 



-Yes- 



Go to block 
476 in FIG. 6. 



1 No 
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Query switch to get all AL_PAs 
attached to switch port /. 
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: ^ 


f'For each AL 


PA k attached i 



to switch port j, do: 



464 



Query topology database to * 
determine WWN of target device(s) 
having an ALJPA in their information 
object that matches AL_PA k. 



Go to block 466 in FIG. 6. 
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For each target device port m having 
an AL_PA matching AL_PA k. 




Query topology database to determine 
initiator port object associated with object 
for target device port m. 



468 




Update database to reflect device port 
m is attached to switch port j. 



Go back to block 466 for next 
device port m. 



Go back to block 462 for next 
switch port /. 
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Query other initiator ports on switch using 
out-of-band channel to retrieve their 
topology database. 
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480 


Update topology database with 
information from retrieved topology 
database to provide full view of switch. 
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End 



